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Date : 21»w-
Power Supply Scenario
Day Peak Generation 8045.26 MW 09:00 Hr. Energy Generated 175.00349 MKWHr.
Day Peak Demand 8045.26 MW 09:00 Hr. Energy Unserverd 0.00000 MKWHr.
Evening Peak Generation 8067.71 MW 21:00 Hr. Energy Demand 175.00349 MKWHTr.
Evening Peak Demand 8067.71 MW 21:00 Hr. Maximum Temperature 24.30 °C
Minimum Generation of the Day 6041.45 MW 16:00 Hr. Total Gas Supplied 714.22 MMCFD
Maximum Generation of the Day 8975.63 MW 08:00 Hr. Production Cost per KWHr 4.82083 Tk.
Zone-wise Generation Summary (MKWHTr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 40.84 0.00 0.02 0.00 0.00 0.09 0.00 0.00 40.94
Chattogram Zone 5.94 12.26 0.00 0.00 1.45 0.07 0.00 0.06 19.78
Cumilla Zone 20.22 0.00 0.00 0.00 0.00 0.18 1.10 0.00 21.49
Mymensingh Zone 3.05 0.00 0.09 0.00 0.00 0.12 0.00 0.00 3.27
Sylhet Zone 8.33 0.00 0.00 0.00 0.00 0.04 0.00 0.00 8.37
Khulna Zone 7.24 9.77 0.00 0.00 0.00 0.22 9.11 0.00 26.34
Barishal Zone 7.35 17.58 0.00 0.00 0.00 0.00 0.00 0.00 24.93
Rajshahi Zone 7.61 0.00 0.00 0.00 0.00 0.50 21.28 0.00 29.39
Rangpur Zone 0.00 0.00 0.00 0.00 0.00 0.48 0.00 0.00 0.48
Total 100.58 39.61 0.11 0.00 1.45 1.70 31.49 0.06 175.00
Fuel-Wise Generation Summary Cost-Wise Generation Summary
®Gas ®Gas
u Coal u Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 360621856.8 Hydro 145350
Coal 265426417.1 Solar 27171112.26
HFO 1854024 Import 187561003.2
HSD 0 Wind 882600
Total: 84,36,62,363 Tk.
E-W Interconnector & Import Scenario
Fnergy Flow from East to West: KWHTr: 1672.73 Import through HVDC C/B Interconnector: MKWHT: 9.111272 Peak Hr Flow 710.00 MW at 21:00 hrs.
Fnergy Flow from West to East: KWHTr: 20263163.64 Import through Adani C/B Interconnector: MKWHT: 21.277091 Peak Hr Flow 825.71 MW at 21:00 hrs.
w during Peak Demand (W-E): MW: 991 Import through Cumilla C/B Interconnector: MKWHT: 1.09728 Peak Hr Flow 50.00 MW at 21:00 hrs.
Maximum Power Flow (W-E): MW: 1539 Total Import through C/B Interconnector: MKWHT: 31.485643 Peak Hr Flow 1585.71 MW at 21:00 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)
Zone Load-Shed Demand
Dhaka 0 2272
Chattogram 0 776
Cumilla 0 927
Mymensingh 0 734
Sylhet 0 385
Khulna 0 1059
Barishal 0 321
Rajshahi 0 756
Rangpur 0 510
Total 0 7740
Status of unavailable Power Plant
Planned S/D | Forced S/ID
S| | Plant Name | Capacity | S| | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
I Total Unavailable Capacity I 300
Event Summary
| Ou.tage | Restpration | Description of Event Description of Event
Time Time
09:00 Day Peak Generation: 8041 MW.
12:16 12:50  Tongi 230/132/33kV S/S Tongi-Uttara 3rd Phase Ckt Tripped showing 87 Differential relays.
12:39  Bagerhat-Bhandaria 132 kV Ckt-1 is restored.
23:44 Ghorashal unit-7 ST tripped.
03:46 Siddhirganj 2*120 MW GT-2 was shutdown.
05:52 06:09  Barishal 132/33kV S/S T-1 (405T) LT Tripped showing Instt. O/V, Definite O/V, 86X relays 30.0MW load
Due to WZPDCL 33kV feeder fault (Polashpur, Dopdopia 1) interrup.
06:00 Minimum Generation: 5964 MW
07:52 Shahjibazar 132/33kV S/S TR-04 LT Scheduled S/D Due to Redhot Maintenance work at 33kv
bus by pdb
07:52 Shahjibazar 132/33kV S/S TR-04 HT Scheduled S/D Due to Redhot Maintenance work at 33kv

bus by pdb
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