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Date :
Power Supply Scenario
Day Peak Generation 7128.84 MW 09:00 Hr. Energy Generated 177.13305 MKWHT.
Day Peak Demand 7128.84 MW 09:00 Hr. Energy Unserverd 0.00000 MKWHr.
Evening Peak Generation 8788.74 MW 19:30 Hr. Energy Demand 177.13305 MKWHT.
Evening Peak Demand 8788.74 MW 19:30 Hr. Maximum Temperature 27.60 °C
Minimum Generation of the Day 5964.82 MW 06:00 Hr. Total Gas Supplied 799.53 MMCFD
Maximum Generation of the Day 8788.74 MW 19:30 Hr. Production Cost per KWHr 4.89897 Tk.
Zone-wise Generation Summary (MKWHTr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 40.98 0.00 0.00 0.00 0.00 0.20 0.00 0.00 41.19
Chattogram Zone 5.24 11.24 0.00 0.00 1.44 0.17 0.00 0.03 18.12
Cumilla Zone 2117 0.00 0.00 0.00 0.00 0.55 1.03 0.00 22.75
Mymensingh Zone 2.99 0.00 0.03 0.00 0.00 0.30 0.00 0.00 3.32
Sylhet Zone 9.91 0.00 0.00 0.00 0.00 0.07 0.00 0.00 9.98
Khulna Zone 7.69 9.22 0.00 0.00 0.00 0.59 9.05 0.00 26.55
Barishal Zone 7.58 17.17 0.00 0.00 0.00 0.00 0.00 0.00 24.75
Rajshahi Zone 8.08 0.00 0.00 0.00 0.00 1.33 19.84 0.00 29.26
Rangpur Zone 0.00 0.00 0.00 0.00 0.00 1.22 0.00 0.00 1.22
Total 103.64 37.64 0.03 0.00 1.44 4.45 29.92 0.03 177.13
Fuel-Wise Generation Summary Cost-Wise Generation Summary
®Gas ®Gas
u Coal u Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 367186440.4 Hydro 143844
Coal 251955284.9 Solar 70542935.68
HFO 429912 Import 177101069
HSD 0 Wind 409526.4
Total: 86,77,69,012 Tk.
E-W Interconnector & Import Scenario
ergy Flow from East to West:|  KWHTr: 0 Import through HVDC C/B Interconnector: MKWHTr: 9.046545 Peak Hr Flow 709.00 MW at 19:30 hrs.
ergy Flow from West to East: KWHr: 18600963.64 Import through Adani C/B Interconnector: MKWHTr: 19.843637 Peak Hr Flow 827.74 MW at 19:30 hrs.
during Peak Demand (W-E): MW: 593 Import through Cumilla C/B Interconnector: MKWHTr: 1.03008 Peak Hr Flow 44.00 MW at 19:30 hrs.
laximum Power Flow (W-E): MW: 1213 Total Import through C/B Interconnector: MKWHTr: 29.920262 Peak Hr Flow 1580.74 MW at 19:30 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (19:30 Hr.)
Zone Load-Shed Demand
Dhaka 0 2273
Chattogram 0 1042
Cumilla 0 959
Mymensingh 0 833
Sylhet 0 379
Khulna 0 1162
Barishal 0 319
Rajshahi 0 927
Rangpur 0 625
Total 0 8519
Status of unavailable Power Plant
Planned S/D | Forced S/D
S| | Plant Name | Capacity | S| | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
I Total Unavailable Capacity I 300
Event Summary
| o_;::ge | Reﬁi(:;ztion | Description of Event Description of Event
09:00 Day peak generation is 7124 MW.
09:08 11:52  Sonargaon 132/33kV S/S Tr-2 LT Scheduled S/D Due to PBS insulator Change 32.0MW load
interrup.
09:08 11:52 Sonargaon 132/33kV S/S Tr-2 LT Scheduled S/D Due to PBS insulator Change 16.0MW load
interrup.
09:10 11:50  Sonargaon 132/33kV S/S Tr-2 HT Scheduled S/D Due to Pbs insulator changing 16.0MW load
interrup.
09:15 10:53  Sonargaon 132/33kV S/S Tr-1 LT Scheduled S/D Due to Pbs insulator changing 9.0MW load

interrup.
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Sonargaon 132/33kV S/S Tr-1 HT Scheduled S/D Due to Pbs insulator changing

Shahjibazar 132/33kV S/S TR-04 HT is restored.

Shahjibazar 132/33kV S/S TR-04 LT is restored.

Madartek-Rampura 132kV Ckt-1 Forced S/D from Rampura 230/132kV end Due to Bird Nest on
line DS 281S

Haripur-Madanganj 132kV Ckt-1 Forced S/D from Madanganj 132/33kV end Due to Hedhot
maintenance and from Haripur 230/132kVend.

Madanganj 132/33kV S/S BUS Coupler Forced S/D Due to Redhot maintenance

Ishwardi-Ghorashal GIS 230 kV ckt-2 was switched ON

Evening peak generation 8788 MW

Bibiyana-Ill 400 MW CCPP Synchronized with remarks:- GT

Minimum Generation is 6619 MW

Barapukuria 230/132/33kV S/S 132/33 KV T-5, 424T LT Tripped showing ALSTOM MCGG relays
Due to Over current and earth fault

Sylhet 132/33kV S/S T4 LT Scheduled S/D Due to Shutdown taken by S&D-4 for 33kv IC-2
feeder red hot maintanance.Order by NLDC, AE(299725) .

Sylhet 132/33kV S/S T4 HT Scheduled S/D Due to Shutdown taken by S&D-4 for 33kv IC-2
feeder red hot maintanance.Order by NLDC, AE(299725) .
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