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9271.17 MW 12:00 Hr. MKWHr.

9271.17 MW 12:00 Hr. MKWHr.

10590 MW 19:00 Hr. MKWHr.

10590 MW 19:00 Hr. °C

7382.78 MW 06:00 Hr. MMCFD

10590 MW 19:00 Hr. Tk.

Gas Coal HFO HSD Hydro Solar Import Wind Total

47.77 0.00 0.08 0.00 0.00 0.21 0.00 0.00 48.06

5.27 13.84 0.00 0.00 1.92 0.17 0.00 0.14 21.35

22.51 0.00 0.00 0.00 0.00 0.49 1.58 0.00 24.57

3.43 0.00 0.77 0.00 0.00 0.31 0.00 0.00 4.51

45.80 0.00 0.00 0.00 0.00 0.07 0.00 0.00 45.87

8.85 9.46 0.00 0.00 0.00 0.69 16.77 0.00 35.77

7.81 18.29 0.00 0.00 0.00 0.00 0.00 0.00 26.10

11.29 0.00 0.01 0.00 0.00 1.56 20.49 0.00 33.35

0.00 0.11 0.00 0.00 0.00 1.32 0.00 0.00 1.43

152.72 41.70 0.86 0.00 1.92 4.82 38.84 0.14 241.00

Fuel Fuel

Gas Hydro

Coal Solar

HFO Import

HSD Wind

Total: Tk.

KWHr: MKWHr: 16.76509 Peak Hr Flow 898.00 MW at 19:00 hrs.

KWHr: MKWHr: 20.494157 Peak Hr Flow 1044.00 MW at 19:00 hrs.

MW: MKWHr: 1.57824 Peak Hr Flow 118.00 MW at 19:00 hrs.

MW: MKWHr: 38.837487 Peak Hr Flow 2060.00 MW at 19:00 hrs.

Sl Capacity Sl Capacity

1 100

2 85

3 115

Total 300 Total 0

Outage 
Time

Restoration 
Time

10:13 11:18

10:30 19:29

11:18

11:18

11:18

11:37

Sirajganj 225 MW CCPP Unit-3 ST was sync.  

Sirajgonj 225MW CCPP Unit-3 ST Synchronized with remarks:- As per instruction of NLDC  

Sirajgonj 225MW CCPP Unit-3 Synchronized with remarks:- ST  

JERA Meghnaghat Power Limited 718 MW CCPP GT1 was sync.   

Total Unavailable Capacity 300

Event Summary

Description of Event Description of Event

Beanibazar 132/33kV S/S 132 KV Transformer TR-01 HT Forced S/D Due to Emergency shutdown  

Lalmonirhat-Rangpur 132 kV Ckt-2 Forced S/D from Kurigram 132/33kV end Due to Kurigram to 

 Lalmonirhat 132kv  line  PT (B Phase)Change 

 

Rangpur 0 596

Total 0 10241

Baghabari  100 MW GTPP

Barapukuria TPP  Unit-2

Siddhirgonj 210 MW  TPP

381

Khulna 0 1521

Barishal 0 385

Rajshahi 0
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Power Supply Scenario

Energy Demand

1210

Zone-wise Generation Summary (MKWHr.)

Rangpur Zone

Total

Dhaka Zone

Chattogram Zone

Cumilla Zone

Mymensingh Zone

Sylhet Zone

Khulna Zone

241.00437

Energy Generated 241.00437

Energy Unserverd 0.00000

Day Peak Generation

Day Peak Demand

Evening Peak Generation

Barishal Zone

Plant Name Plant Name

Total Import through C/B Interconnector:   1187

9727000

Maximum Temperature 31.00

Maximum Generation of the Day

Minimum Generation of the Day Total Gas Supplied 976.85

Production Cost per KWHr 4.68596

Evening Peak Demand

Rajshahi Zone

Production Cost (Tk.)

540604583.8

279276624.6

14183307.36

0

192282

76734236.44

216234444.4

2111179.2

Tk. Tk.

Planned S/D Forced S/D

Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (19:00 Hr.)

Zone Load-Shed

Status of unavailable Power Plant

Maximum Power Flow (W-E):

E-W Interconnector & Import Scenario

Import through HVDC C/B Interconnector:   

Import through Adani C/B Interconnector:   

Import through Cumilla C/B Interconnector:   

0

901

Energy Flow from East to West:

Energy Flow from West to East:

Power Flow during Peak Demand (W-E):

Demand

Dhaka 0 3016

112,93,36,657

Mymensingh 0 714

Sylhet 0

Chattogram 0 1252

Cumilla 0 1166

Fuel-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind

Cost-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind
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12:00

14:46

15:30 16:58

15:30 16:57

19:08 19:43

21:33 21:56

06:00

07:10

07:11

07:12

07:15

07:50

07:53

Network Operation Division Network Operation Division Network Operation Division

interrup. 

At Bhola P/S, (230/33) Kv (120/140) MVA Transformer is S/D Taken by Borhanuddin PBS.  

Cumilla(S) 132/33kV S/S TR-2 LT Scheduled S/D Due to Cap. Bank -2 D.S. Change 25.0MW load 

interrup. 

Cumilla(S) 132/33kV S/S TR-2 HT Scheduled S/D Due to None  

Sub-Divisional Engineer Executive Engineer Superintendent Engineer

Borhanuddin 230/33kV S/S Tr-Load HT Forced S/D Due to Incomma 33 kv  source kalam & bus 

bar maintenance  . 

60.0MW load 

interrup. 

Khulna (C) S/S TR-1 425T LT Scheduled S/D Due to Maintenance work done by PBS khulna 5.0MW load 

interrup. 

Khulna (C) S/S TR-1 425T HT Scheduled S/D Due to Maint. Work done by PBS Khulna 5.0MW load 

Jamalpur-Mymensingh  132kV Ckt-1 Tripped from Jamalpur 132/33kV end showing Z2 distance 

trip,earth fault, B phase. relays Due to Earth fault and from Mymensingh 132/33kV end 

showing Distance relays. 

 

Ashuganj-Brahmanbaria 132kV Ckt-2 Tripped from Brahmanbaria 132/33kV end showing E/F & 

Distance  relays Due to None 

 

Minimum Generation: 8112 MW  

Shahjadpur 132/33kV S/S T-1(405T) HT Forced S/D Due to 33 kV Ds maintenance  

Chuadanga 132/33kV S/S 132kV Tr. T3 LT Forced S/D Due to Red Hot Maintenance work at 33kV 

Feeder 

26.0MW load 

interrup. 

Chuadanga 132/33kV S/S 132kV Tr. T3 HT Forced S/D Due to Red Hot Maintenance work at 33kV 

Feeder 

26.0MW load 

interrup. 

Day peak Generation : 9267 MW  


