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Date : 28-Us-2VU20
Power Supply Scenario
Day Peak Generation 10404.39 MW 12:00 Hr. Energy Generated 250.62072 MKWHr.
Day Peak Demand 10404.39 MW 12:00 Hr. Energy Unserverd 0.00000 MKWHT.
Evening Peak Generation 12401.75 MW 19:00 Hr. Energy Demand 250.62072 MKWHr.
Evening Peak Demand 12401.75 MW 19:00 Hr. Maximum Temperature 29.00 °C
Minimum Generation of the Day 7732 MW 06:00 Hr. Total Gas Supplied 858.26 MMCFD
Maximum Generation of the Day 12401.75 MW 19:00 Hr. Production Cost per KWHr 5.25422 Tk.
Zone-wise Generation Summary (MKWHr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 35.29 0.00 0.73 0.00 0.00 0.14 0.00 0.00 36.17
Chattogram Zone 5.25 34.41 1.30 0.00 1.92 0.13 0.00 0.07 43.08
Cumilla Zone 21.96 0.00 0.34 0.00 0.00 0.30 3.43 0.00 26.02
Mymensingh Zone 3.09 0.00 0.68 0.00 0.00 0.18 0.00 0.00 3.95
Sylhet Zone 23.72 0.00 0.00 0.00 0.00 0.03 0.00 0.00 23.75
Khulna Zone 7.63 17.27 0.00 0.00 0.00 0.50 20.33 0.00 45.72
Barishal Zone 6.62 25.44 0.00 0.00 0.00 0.00 0.00 0.00 32.06
Rajshahi Zone 13.40 0.00 0.36 0.00 0.00 1.04 22.67 0.00 37.47
Rangpur Zone 0.00 1.30 0.18 0.00 0.00 0.91 0.00 0.00 2.40
Total 116.96 78.41 3.60 0.00 1.92 3.24 46.42 0.07 250.62
Fuel-Wise Generation Summary Cost-Wise Generation Summary
uGas uGas
= Coal = Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 410450519.2 Hydro 191778
Coal 529489043.8 Solar 51844107.53
HFO 62183802.16 Import 261584282.1
HSD 0 Wind 1073241.6
Total: 131,68,16,774 Tk.
E-W Interconnector & Import Scenario
Energy Flow from East to West: KWHTr: 0 Import through HVDC C/B Interconnector: MKWHr: 20.328727 Peak Hr Flow 892.00 MW at 19:00 hrs.
Energy Flow from West to East: KWHr: 38589109.09 Import through Adani C/B Interconnector: MKWHr: 22.668364 Peak Hr Flow 1151.25 MW at 19:00 hrs.
Flow during Peak Demand (W-E): Mw: 1804 Import through Cumilla C/B Interconnector: MKWHr: 3.4272 Peak Hr Flow 168.00 MW at 19:00 hrs.
Maximum Power Flow (W-E): MW: 2179 Total Import through C/B Interconnector: MKWHTr: 46.424291 Peak Hr Flow 2211.25 MW at 19:00 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (19:00 Hr.)
Zone Load-Shed Demand
Dhaka 0 4261
Chattogram 1329
Cumilla 0 1272
Mymensingh 0 926
Sylhet 0 420
Khulna 0 1628
Barishal 0 398
Rajshahi 0 1089
Rangpur 0 742
Total 0 12065
Status of unavailable Power Plant
Planned S/D | Forced S/D
sl | Plant Name | Capacity | Bl | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
| Total Unavailable Capacity | 300
Event Summary
Ou_!age | Res!_ora!ion Description of Event Description of Event
| Time Time
08:01 12:30 Ashuganj-Kishoreganj 132kV Ckt-2 Scheduled S/D from Bajitpur 132/33kV end Due to Ashuganj
ckt-2 shutdown for ashuganj end maintenance work
08:24 12:34 Hasnabad 230/132KV S/S AUTO TR-3 LT Scheduled S/D Due to High Temperature Maintenance
08:24 12:35 Hasnabad 230/132KV S/S AUTO TR-3 HT Scheduled S/D Due to High Temperature Maintenance
09:51 Shahjibazar 330 MW CCPP was shutdown.
10:55 Matarbari 2*600 MW (CPGCBL) Synchronized with remarks:- U-1
11:05 13:08 Mongla 132/33kV S/S T-2 LT Forced S/D Due to Red Hot 26.0MW load
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Mongla 132/33kV S/S T-2 HT Forced S/D Due to Red Hot

Sreemongol 132/33kV S/S 132/33kv T-1AB LT Scheduled S/D Due to For 33 kV DS red hot

removing work.

Sonargaon 132/33kV S/S Tr-1 LT Scheduled S/D Due to Auxiliary Transformer-01 replacing.

Sonargaon 132/33kV S/S Tr-1 HT Scheduled S/D Due to Auxiliary Transformer-01 replacing.

Sreemongol 132/33kV S/S 132/33kv T-1AB HT Scheduled S/D Due to For 33 kV DS red hot

removing work.

Kabirpur -Tongi  132kV Ckt-1 Forced S/D from Tongi 230/132/33kV end Due to Broken birds
nest

Bhulta-Rampura 230 kV Ckt-3 Scheduled S/D from Rampura 230/132kV end Due to To remove
external object which dropped by bird's that Spark at Tower 45.

Aminbazar-Meghnaghat 400kV Ckt-1 Scheduled S/D from Meghnaghat 400/230kV end Due to
Maintenance work

Aminbazar-Meghnaghat 400kV Ckt-1 Scheduled S/D from Aminbazar 400/230/132kV end Due to
Scheduled shutdown

Kabirpur -Tongi  132kV Ckt-1 Scheduled S/D from Tongi 230/132/33kV end Due to Shutdown
taken by NLDC

Bogura 400/230kV S/S Bogura - Kaliakoir 400 kV Ckt-1 is restored.

Bogura 400/230kV S/S Bogura - Kaliakoir 400 kV Ckt-2 is restored.

Jamalpur 132/33kV S/S T-2 HT Tripped showing N/A relays Due to O/C, E/F, R-Y phase

Evening Peak Generation: 12401 MW.

Ashuganj-Shahjibazar 132kV Ckt-1 Tripped from Shahjibazar 132/33kV end showing Distance
Relay relays.

Minimum generation: 9494 MW
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