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Date : 30-us-2u20
Power Supply Scenario
Day Peak Generation 124355 MW 12:00 Hr. Energy Generated 291.08320 MKWHr.
Day Peak Demand 12701.5 MW 12:00 Hr. Energy Unserverd 3.33100 MKWHT.
Evening Peak Generation 13035 MW 19:30 Hr. Energy Demand 294.41420 MKWHr.
Evening Peak Demand 13370.2 MW 21:00 Hr. Maximum Temperature 33.50 °C
Minimum Generation of the Day 10303.89 MW 05:00 Hr. Total Gas Supplied 846.99 MMCFD
Maximum Generation of the Day 13039.31 MW 13:00 Hr. Production Cost per KWHr 6.04630 Tk.
Zone-wise Generation Summary (MKWHr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 28.68 0.00 7.19 0.00 0.00 0.17 0.00 0.00 36.05
Chattogram Zone 5.54 48.97 3.03 0.00 1.92 0.15 0.00 0.07 59.68
Cumilla Zone 18.82 0.00 2.94 0.00 0.00 0.44 3.72 0.00 25.92
Mymensingh Zone 1.14 0.00 271 0.00 0.00 0.26 0.00 0.00 4.11
Sylhet Zone 27.03 0.00 0.00 0.00 0.00 0.03 0.00 0.00 27.06
Khulna Zone 7.31 25.63 0.20 0.00 0.00 0.53 21.40 0.00 55.07
Barishal Zone 8.49 34.83 0.45 0.00 0.00 0.00 0.00 0.00 43.77
Rajshahi Zone 14.40 0.00 1.16 0.00 0.00 1.34 18.82 0.00 35.72
Rangpur Zone 0.00 1.30 1.39 0.00 0.00 1.01 0.00 0.00 3.71
Total 111.41 110.73 19.08 0.00 1.92 3.94 43.93 0.07 291.08
Fuel-Wise Generation Summary Cost-Wise Generation Summary
uGas uGas
= Coal = Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 387655918.5 Hydro 192408
Coal 746259045.2 Solar 62213154.37
HFO 320024668.6 Import 242621425.7
HSD 0 Wind 1009694.4
Total: 175,99,76,314 Tk.
E-W Interconnector & Import Scenario
Energy Flow from East to West: KWHTr: 0 Import through HVDC C/B Interconnector: MKWHr: 21.397818 Peak Hr Flow 888.00 MW at 19:30 hrs.
Energy Flow from West to East: KWHr: 43659454.54 Import through Adani C/B Interconnector: MKWHr: 18.818182 Peak Hr Flow 769.00 MW at 19:30 hrs.
low during Peak Demand (W-E): Mw: 1706 Import through Cumilla C/B Interconnector: MKWHr: 3.71712 Peak Hr Flow 180.00 MW at 19:30 hrs.
Maximum Power Flow (W-E): MW: 2566 Total Import through C/B Interconnector: MKWHTr: 43.93312 Peak Hr Flow 1837.00 MW at 19:30 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (19:30 Hr.)
Zone Load-Shed Demand
Dhaka 20 4447
Chattogram 0 1457
Cumilla 0 1322
Mymensingh 20 1013
Sylhet 0 408
Khulna 30 1745
Barishal 15 432
Rajshahi 0 1198
Rangpur 15 739
Total 100 12761
Status of unavailable Power Plant
Planned S/D | Forced S/D
s Plant Name [ Capacy | S| | Plant Name | capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
| Total Unavailable Capacity | 300
Event Summary
Ou_!age Rest_oration Description of Event Description of Event
| Time Time
08:32 09:58  Nawabganj 132/33kV S/S TR-2 LT Forced S/D Due to 33 kV incomer-02 shutdown for redhot
maintenance.
08:33 09:55  Nawabganj 132/33kV S/S TR-2 HT Forced S/D Due to 33 kV incomer-02 shutdown for redhot
maintenance.
08:38  Purbasadipur 230/132/33kV S/S TR-4 (H02R22) HT is restored.
08:40  purbasadipur 230/132/33kV S/S TR-4 (H02R22) LT is restored.
09:03

Thakurgaon 132/33kV S/S T-2(412T) HT is restored.
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Thakurgaon 132/33kV S/S T-2(412T) LT is restored.

Barishal-Bhandaria 132 kV Ckt-1 Scheduled S/D from Barishal 132/33kV end Due to Shutdown
by ALDC and from Bhandaria 132/33kV end Due to Barishal-Bhandaria line maintenance work

Ashuganj 450 MW CCPP(South) Shutdown with remarks:- Plant

Saidpur 132/33kV S/S 33 kV Bus is restored.

KSRM 132/33kV S/S Transformer-01 HT Scheduled S/D Due to Shutdown Grid Transformer 01
(35/50 MVA) for secondary CT (33kv side) maintenance

Manikganj 132/33kV S/S 132/33 kV Transformer GT-4 (50/75 MVA) LT Scheduled S/D

Manikganj 132/33kV S/S 132/33 kV Transformer GT-4 (50/75 MVA) HT Scheduled S/D

Day Peak Generation: 12433 MW

Ashuganj 450 MW CCPP(South) Synchronized with remarks:- GT

Shahjibazar 132/33kV S/S TR-02 LT Tripped showing OC/EF Protection Relay relays Due to
Chunarughat Feeder Tripped of PBS

Kulaura 132/33kV S/S TR-1 AB LT Scheduled S/D Due to PBS DS Redhot maintenance

Bogura 400/230kV S/S ATR-01 HT Scheduled S/D Due to Oil leakage maintenance.

Kulaura 132/33kV S/S TR-1 AB HT Scheduled S/D Due to PBS DS Redhot maintenance

Mirsorai 230/33kV S/S TR-1, 718T HT Project Work S/D Due to testing for SPMD

Kasba 132/33kV S/S Muradnagar-Kasba Ckt-2 Tripped showing distantce relays Due to fault

Shahjibazar 132/33kV S/S TR-04 LT Scheduled S/D Due to Shutdown Taken By PBS for Bus
Coupler Maintenance

Shahjibazar 132/33kV S/S TR-04 HT Scheduled S/D Due to Shutdown Taken By Pbs for Bus
Coupler Maintenance

Shahjibazar 132/33kV S/S TR-02 LT Tripped showing Lockout relays Due to Chunarughat
feeder Trip Under PBS.

Shahjibazar 132/33kV S/S TR-02 HT Tripped showing Lockout Relay , 132 KV OC/EF Relay.
relays Due to Chunarughat feeder Trip Under PBS.

Ashuganj 450 MW CCPP(South) Synchronized with remarks:- ST

BIPTC S/S 20DF22 Tripped showing Pole discrepancy relays.

BIPTC S/S 20DF11 Tripped showing Differential relays.

Minimum generation: 10570 MW

Payra 400/132/33kV S/S 400/132/33 kV Auto Transformer-02 LT Scheduled S/D Due to
Maintenance

Payra 400/132/33kV S/S 400/132/33 kV Auto Transformer-02 HT Scheduled S/D Due to
Maintenance

Haripur-Meghnaghat 230kV Ckt-1 Scheduled S/D from Haripur 230/132kV end Due to Ordered
by NLDC

Haripur-Meghnaghat 230kV Ckt-1 Scheduled S/D from Meghnaghat 230/132kV end Due to red
hot mainteance
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