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Date : oz-u-r
Power Supply Scenario
Day Peak Generation 13961.81 MW 12:00 Hr. Energy Generated 323.11388 MKWHT.
Day Peak Demand 13961.81 MW 12:00 Hr. Energy Unserverd 3.67300 MKWHr.
Evening Peak Generation 14865.76 MW 19:30 Hr. Energy Demand 326.78688 MKWHT.
Evening Peak Demand 15400.76 MW 19:30 Hr. Maximum Temperature 35.00 °C
Minimum Generation of the Day 11257 MW 05:00 Hr. Total Gas Supplied 850.03 MMCFD
Maximum Generation of the Day 14865.76 MW 19:30 Hr. Production Cost per KWHr 7.04905 Tk.
z ion y (MKWHr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 32.20 0.00 14.65 0.00 0.00 0.22 0.00 0.00 47.07
Chattogram Zone 5.43 50.66 11.72 0.00 1.92 0.16 0.00 0.03 69.93
Cumilla Zone 25.94 0.00 8.24 0.00 0.00 0.50 4.07 0.00 38.75
Mymensingh Zone 0.37 0.00 3.04 0.00 0.00 0.26 0.00 0.00 3.67
Sylhet Zone 26.51 0.00 0.00 0.00 0.00 0.06 0.00 0.00 26.57
Khulna Zone 3.90 29.32 0.56 0.00 0.00 0.70 20.89 0.00 55.36
Barishal Zone 8.45 28.60 0.68 0.00 0.00 0.00 0.00 0.00 37.73
Rajshahi Zone 13.61 0.00 4.36 0.00 0.00 1.58 18.27 0.00 37.83
Rangpur Zone 0.00 1.21 3.51 0.00 0.00 1.48 0.00 0.00 6.21
Total 116.41 109.79 46.76 0.00 1.92 4.97 43.23 0.03 323.11
Fuel-Wise Generation Summary Cost-Wise Generation Summary
®Gas ®Gas
u Coal u Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import ® Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 405025889.3 Hydro 192288
Coal 744333576.8 Solar 79180142.07
HFO 808209365.2 Import 240239685.2
HSD 0 Wind 466012.8
Total: 227,76,46,959 Tk.
E-W Interconnector & Import Scenario
nergy Flow from East to West:|  KWHr: 0 Import through HVDC C/B Interconnector: MKWHT: 20.888727 Peak Hr Flow 865.00 MW at 19:30 hrs.
nergy Flow from West to East:|] KWHr: 30658072.73 Import through Adani C/B Interconnector: MKWHT: 18.272507 Peak Hr Flow 764.66 MW at 19:30 hrs.
during Peak Demand (W-E): MW: 1311 Import through Cumilla C/B Interconnector: MKWHT: 4.06656 Peak Hr Flow 184.00 MW at 19:30 hrs.
Maximum Power Flow (W-E): MW: 1985 Total Import through C/B Interconnector: MKWHT: 43.227794 Peak Hr Flow 1813.66 MW at 19:30 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (19:30 Hr.)
Zone Load-Shed Demand
Dhaka 24 5409
Chattogram 92 1462
Cumilla 15 1514
Mymensingh 43 1150
Sylhet 0 547
Khulna 176 1780
Barishal 0 480
Rajshahi 82 1514
Rangpur 80 944
Total 512 14800
Status of unavailable Power Plant
Planned S/D | Forced S/D
S| Plant Name | Capacity | S| | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
I Total Unavailable Capacity I 300
Event Summary
| Outage | Restoration | Description of Event | Description of Event |
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Dohazari 132/33kV S/S Power Transformer -T-1 LT is restored.

Panchagarh 132/33kV S/S T-1(407T) HT Scheduled S/D Due to Red hot Maintenance of 33 kv
Bus section-01 (S/D of T-1 Transformer)

Panchagarh 132/33kV S/S T-1(407T) LT Scheduled S/D Due to Red hot Maintenance of 33 kv
Bus section-01 (S/D of T-1 Transformer)

Jashore 132/33kV S/S T-3 HT Project Work S/D Due to Due to project work

Jashore 132/33kV S/S T-3 LT Project Work S/D Due to Due to project work.

Pabna 132/33kV S/S T-2 LT Forced S/D Due to None

Pabna 132/33kV S/S T-2 HT Forced S/D Due to None

Baroirhat 132/33kV S/S TR-1, 406T HT is restored.

Baroirhat 132/33kV S/S TR-1, 406T LT is restored.

Gopalganj 132/33kV S/S T2 LT Forced S/D Due to Relay protection test

Gopalganj 132/33kV S/S T2 HT Forced S/D Due to Relay protection test

Baroirhat 132/33kV S/S TR-2, 416T LT Scheduled S/D

Baroirhat 132/33kV S/S TR-2, 416T HT Scheduled S/D

Candpur- Kachua 132kV Ckt-2 Project Work S/D from Kachua 230/132/33kV end Due to DFDR
test and from Chandpur 132/33kV end Due to 132 kV Chandpur-Kachua Ckt- 2 S/D due to

kachua ss maintenance work.

Rajshahi-Rajshahi(New) 132kV Ckt-1 Tripped from Rajshahi 132/33kV end showing Zone-1
relays Due to Trip
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02 B
Cumilla(S)-Kachua 132 kV Ckt-1 Scheduled S/D from Cumilla(S) 132/33kV end Due to Working
on Kachua end. and from Kachua 230/132/33kV end Due to DFDR test.
Ashuganj-Shahjibazar 132kV Ckt-1 Scheduled S/D from Shahjibazar 132/33kV end Due to Line
Shifting works.
BIPTC S/S 20DF13 Forced S/D Due to Shutdown was taken for buchholz relay's oil leakage
maintenance work on CB
Ashuganj CCPP 225 MW Tripped with remarks:- ST
Ashuganj CCPP 225 MW Synchronized with remarks:- GT
Ashuganj CCPP 225 MW Synchronized with remarks:- GT (False SMS)
AKSML-Baroaulia 132kV Ckt-1 Tripped from Baroaulia 132/33kV end showing 1.Zone-32.Earth
Fault relays Due to None
AKSML-Khulshi 132kV Ckt-1 Tripped from Khulshi 132/33kV end showing ABB, REL-650 &
CDDZone-1 Trip, E/F(Inst) relays Due to N/A
Sonargaon 132/33kV S/S Tr-2 LT Forced S/D Due to Red hot maintenance at Annondah Bazer
feeder
Sonargaon 132/33kV S/S Tr-2 HT Forced S/D Due to Red hot maintenance At 33 KV side
Annondah Bazer Feeder
Ashuganj CCPP 225 MW Synchronized with remarks:- ST
Gopalganj 132/33kV S/S T1 LT Forced S/D Due to Protection maintenance
Gopalganj 132/33kV S/S T1 HT Forced S/D Due to Protection maintenance
Jamalpur 132/33kV S/S T-1 HT is restored.
Jamalpur 132/33kV S/S T-1 LT is restored.
Bibiyana-Kaliakoir 400 kV Ckt-2 is restored.
Rajshahi 132/33kV S/S 132 kV PPP 50 Mw Forced S/D Due to Maintenance Work By Peaking
Power Plant
Evening Peak Generation: 14864 MW.
Daudkandi-Sonargaon 132 kV Ckt-1 is restored.
Aggreko-keraniganj 132kV Ckt-1 is restored.
Keranigonj 230/132/33kV S/S 132 kV Hasnabad Ckt. 1 is restored.
Shahjibazar 330 MW CCPP GT was synchronized
Bhola Notun Bidyut CCPP GT-11 was shutdown due to scheduled maintenance
Minimum Generation: 12070 MW.
Siddhirganj 132/33kV S/S T-2 LT Scheduled S/D Due to Due to auxiliary transformer-2
Painting Work.
Siddhirganj 132/33kV S/S T-2 HT Scheduled S/D Due to Due to auxiliary transformer-2
Painting Work.
Aminbazar-Airport(Old) 230kV Ckt-2 Scheduled S/D from Agargaon 230/132kV end Due to Deep
Cleaning of Disc Insulator.
Jashore 132/33kV S/S T-3 HT Project Work S/D
Jashore 132/33kV S/S T-3 LT Project Work S/D
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