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13644.57 MW 12:00 Hr. MKWHr.

14073.57 MW 12:00 Hr. MKWHr.

14147.66 MW 21:00 Hr. MKWHr.

15098.66 MW 21:00 Hr. °C

11526 MW 05:00 Hr. MMCFD

14190.36 MW 22:00 Hr. Tk.

Gas Coal HFO HSD Hydro Solar Import Wind Total

32.72 0.00 18.39 0.00 0.00 0.23 0.00 0.00 51.34

5.40 10.60 14.05 0.00 1.93 0.10 0.00 0.11 32.18

29.20 0.00 3.84 0.00 0.00 0.52 4.02 0.00 37.56

0.62 0.00 2.01 0.00 0.00 0.33 0.00 0.00 2.97

27.77 0.00 0.00 0.00 0.00 0.06 0.00 0.00 27.83

5.65 22.83 0.32 0.00 0.00 0.75 21.37 0.00 50.92

7.83 42.61 1.57 0.00 0.00 0.00 0.00 0.00 52.01

17.36 0.00 2.49 0.00 0.00 1.71 35.34 0.00 56.90

0.00 1.23 3.48 0.00 0.00 1.60 0.00 0.00 6.32

126.54 77.27 46.15 0.00 1.93 5.31 60.73 0.11 318.03

Fuel Fuel

Gas Hydro

Coal Solar

HFO Import

HSD Wind

Total: Tk.

KWHr: MKWHr: 21.373091 Peak Hr Flow 877.00 MW at 21:00 hrs.

KWHr: MKWHr: 35.340593 Peak Hr Flow 1457.16 MW at 21:00 hrs.

MW: MKWHr: 4.01664 Peak Hr Flow 182.00 MW at 21:00 hrs.

MW: MKWHr: 60.730324 Peak Hr Flow 2516.16 MW at 21:00 hrs.

Sl Capacity Sl Capacity

1 20

2 100

3 85

4 115

Total 320 Total 0

Outage 
Time

Restoration 
Time

08:10

08:19 17:49

08:19 17:48

08:26 09:52

feeder due to a red hot condition. interrup. 

Noapara 132/33kV S/S T-2 LT Scheduled S/D  

Noapara 132/33kV S/S T-2 HT Scheduled S/D  

Mithapukur 132/33kV S/S TR-1(404T) HT Forced S/D Due to Maintenance work on a 33kv pbs 35.0MW load 

Total Unavailable Capacity 320

Event Summary

Description of Event Description of Event

Rampal 1320 MW (BIFPCL) Synchronized with remarks:- U2  

Plant Name Plant Name

Rangpur 20 MW  GTPP

Baghabari  100 MW GTPP

Barapukuria TPP  Unit-2

Siddhirgonj 210 MW  TPP

Total 910 14623

Status of unavailable Power Plant

Planned S/D Forced S/D

Rajshahi 131 1537

Rangpur 72 855

Khulna 130 1757

Barishal 0 480

Mymensingh 168 1130

Sylhet 50 531

Chattogram 90 1552

Cumilla 114 1499

Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)

Zone Load-Shed Demand

Dhaka 155 5282

Power Flow during Peak Demand (W-E): 2709 Import through Cumilla C/B Interconnector:   

Maximum Power Flow (W-E): 2959 Total Import through C/B Interconnector:   

Energy Flow from East to West: 0 Import through HVDC C/B Interconnector:   

Energy Flow from West to East: 58090363.63 Import through Adani C/B Interconnector:   

808740262.1 355828721.1

0 1588680

222,14,56,357

E-W Interconnector & Import Scenario

Production Cost (Tk.)

Tk. Tk.

441202448 192614

529106629.1 84797003.06

Sylhet Zone

Khulna Zone

Barishal Zone

Rajshahi Zone

Rangpur Zone

Total

Zone-wise Generation Summary (MKWHr.)

Dhaka Zone

Chattogram Zone

Cumilla Zone

Mymensingh Zone

Minimum Generation of the Day Total Gas Supplied 916.37

Maximum Generation of the Day Production Cost per KWHr 6.98510

Evening Peak Demand Maximum Temperature 36.20

Day Peak Generation Energy Generated 318.02795

Day Peak Demand Energy Unserverd 10.77200

Power Grid Bangladesh PLC

National Load Dispatch Center (NLDC)

System Summary Report

12-04-2026

Power Supply Scenario

Evening Peak Generation Energy Demand 328.79995

Fuel-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind

Cost-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind
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08:45

09:30 18:20

09:30 18:19

12:00

13:01 14:00

13:33 14:33

13:33 14:34

14:40 16:37

14:40 16:37

15:22

15:28 17:19

15:29 17:17

15:39 19:33

22:55 23:57

22:55 23:55

23:26

05:00

07:10

07:58

07:58

Sub-Divisional Engineer Executive Engineer Superintendent Engineer

Network Operation Division Network Operation Division Network Operation Division

Dhamrai 132/33kV S/S Transformer-2 LT Scheduled S/D Due to Red hot maintenance by PBS. 50.0MW load 

interrup. 

Dhamrai 132/33kV S/S Transformer-2 HT Scheduled S/D Due to Red hot maintenance by PBS. 50.0MW load 

interrup. 

Ashuganj 450 MW CCPP(North) Shutdown with remarks:- GT  

Minimum generation 12758 MW  

Kodda 132/33kV S/S RPCL 100 MW PS Scheduled S/D Due to Red Hot Maintenance  

maintenance. interrup. 

Chowmuhani 230/132/33kV S/S TR1-415T HT Forced S/D Due to Maijdee 33kV BUS DS redhot 30.0MW load 

maintenance. interrup. 

Kushtia 132/33kV S/S T-1 HT Scheduled S/D 35.0MW load 

interrup. 

Nabinagar 132/33kV S/S Main Bus-2 Project Work S/D Due to Stability test  

Chowmuhani 230/132/33kV S/S TR1-415T LT Forced S/D Due to Maijdee 33kV BUS DS redhot 30.0MW load 

Gopalganj 400/132kV S/S 400kV Rooppur Forced S/D Due to Due to line overload, the breaker  

of the Rooppur line has been kept open as per NLDC instructions. 

Kushtia 132/33kV S/S T-1 LT Scheduled S/D Due to 33 kv bus section isolator source side 35.0MW load 

red hot interrup. 

P142 relays Due to 33 kV feeder fault interrup. 

Bogura 400/230kV S/S ATR-02 HT Forced S/D Due to Temperature meter change  

Bogura 400/230kV S/S ATR-02 LT Forced S/D Due to Temperature meter change  

Maintenance 

Bog-Sherpur 132/33kV S/S Transformer-1 (404T) LT Tripped showing OVERCURRENT PROTECTION 36.0MW load 

P142 relays Due to 33 kV feeder fault interrup. 

Bog-Sherpur 132/33kV S/S Transformer-2 (414T) LT Tripped showing OVERCURRENT PROTECTION 36.0MW load 

Bhangura 132/33kV S/S Tr-2(413T) HT Project Work S/D  

 Day Peak Generation: 13640 MW.  

Aminbazar-Manikgonj PP 132kV Ckt-1 Forced S/D from Aminbazar 400/230/132kV end Due to DS  

Bogura 400/230kV S/S 400 KV Reactor (125 MVAR) Forced S/D Due to as Direction by NLDC  

Bhangura 132/33kV S/S Tr-2(413T) LT Project Work S/D  


