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Power Supply Scenario
Day Peak Generation 12421.65 MW 12:00 Hr. Energy Generated 310.36856 MKWHF.
Day Peak Demand 14251.65 MW 12:00 Hr. Energy Unserverd 25.87900 MKWHF.
Evening Peak Generation 14847.2 MW 21:00 Hr. Energy Demand 336.24756 MKWHr.
Evening Peak Demand 15370 MW 20:00 Hr. Maximum Temperature 34.20 °C
Minimum Generation of the Day 11922.52 MW 07:00 Hr. Total Gas Supplied 901.02 MMCFD
Maximum Generation of the Day 14892 MW 22:00 Hr. Production Cost per KWHr 6.62451 Tk.
Zone-wise Generation Summary (MKWHT.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 34.72 0.00 15.65 0.00 0.00 0.15 0.00 0.00 50.52
Chattogram Zone 5.64 16.19 7.48 0.00 1.67 0.15 0.00 0.17 31.30
Cumilla Zone 25.96 0.00 3.73 0.00 0.00 0.37 4.11 0.00 34.17
Mymensingh Zone 0.86 0.00 1.95 0.00 0.00 0.32 0.00 0.00 3.13
Sylhet Zone 26.94 0.00 0.00 0.00 0.00 0.07 0.00 0.00 27.01
Khulna Zone 5.54 19.26 1.05 0.00 0.00 0.39 21.94 0.00 48.17
Barishal Zone 8.43 44.21 0.95 0.00 0.00 0.00 0.00 0.00 53.60
Rajshahi Zone 18.65 0.00 3.30 0.00 0.00 1.01 35.58 0.00 58.53
Rangpur Zone 0.00 1.22 1.32 0.00 0.00 1.39 0.00 0.00 3.94
Total 126.73 80.88 35.44 0.00 1.67 3.84 61.63 0.17 310.37
Fuel-Wise Generation Summary Cost-Wise Generation Summary
® Gas ® Gas
= Coal = Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 445277014.1 Hydro 166988
Coal 551324270.5 Solar 62641098.49
HFO 633613971.4 Import 360489252.1
HSD 0 Wind 2527766.4
Total: 205,60,40,360 Tk.
E-W Interconnector & Import Scenario
ergy Flow from Eastto West:|  KWHr: 0 Import through HVDC C/B Interconnector: MKWH: 21.941818 Peak Hr Flow 908.00 MW at 21:00 hrs.
ergy Flow from West to East: KWHTr: 50637454.54 Import through Adani C/B Interconnector: MKWHr: 35.58 Peak Hr Flow 1472.00 MW at 21:00 hrs.
during Peak Demand (W-E): MwW: 2875 Import through Cumilla C/B Interconnector: MKWHr: 4.11072 Peak Hr Flow 164.00 MW at 21:00 hrs.
[Maximum Power Flow (W-E): MwW: 3154 Total Import through C/B Interconnector: MKWHr: 61.632538 Peak Hr Flow 2544.00 MW at 21:00 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)
Zone Load-Shed Demand
Dhaka 10 5664
Chattogram 35 1528
Cumilla 103 1511
Mymensingh 98 1042
Sylhet 0 609
Khulna 0 1654
Barishal 0 411
Rajshahi 145 1588
Rangpur 90 891
Total 481 14798
Status of unavailable Power Plant
Planned S/D | Forced S/D
sl | Plant Name | Capacity | El | Plant Name | Capacity
1 Rangpur 20 MW GTPP 20
2 Baghabari 100 MW GTPP 100
3 Barapukuria TPP Unit-2 85
4 Siddhirgonj 210 MW TPP 115
Total 320 Total 0
| Total Unavailable Capacity | 320

Event Summary

Outage |Restoration
Time Time

Description of Event

Description of Event

08:02 15:37
08:03 15:35
08:24 15:58
08:34
08:34

Gollamari 132/33kV S/S Tr-1 LT Project Work S/D Due to Paint Work

Gollamari 132/33kV S/S Tr-1 HT Project Work S/D Due to Paint Work

Bogura(New)-Naogaon 132 kV Ckt-2 Project Work S/D from Bogura 230/132kV end Due to
Project work at Naogaon S/S. and from Naogaon 132/33kV end Due to Project work.

Bhaluka 132/33kV S/S Sreepur Ckt- 02 is restored.

Sreepur 230/132/33kV S/S Sreepur-Valuka Ckt-2 is restored.
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Bhaluka 132/33kV S/S BR Powergen Ckt- 01 Scheduled S/D Due to High temperature
maintenance.

Kishoreganj 132/33kV S/S Tr-1 (404T) LT Forced S/D

Kishoreganj 132/33kV S/S Tr-1 (404T) HT Forced S/D

Sylhet 132/33kV S/S T2 HT is restored.

Sylhet 225 MW CCPP tripped showing generator protection relay.

Sylhet 132/33kV S/S T2 LT is restored.

Kishoreganj 132/33kV S/S Tr-2 (414T) LT is restored.

Bhaluka 132/33kV S/S Bus A is restored.

Kishoreganj 132/33kV S/S Tr-2 (414T) HT is restored.

Bhaluka 132/33kV S/S Bus B Scheduled S/D Due to High temperature maintenance.
Sreepur 230/132/33kV S/S Sreepur-Sirajganj Ckt-1 is restored.

Sirajganj-Sreepur 230 kV Ckt-1 is restored.

Gopalganj 400/132kV S/S 400kV Rooppur Scheduled S/D

Bhaluka-Mymensingh 132 kV Ckt-1 is restored.

Day Peak Generation: 12417 MW.

Jashore 132/33kV S/S JH-2(L1) Tripped showing Distance relays Due to Distance trip
Khulna (S)-Satkhira 132kV Ckt-1 Tripped from Satkhira 132/33kV end showing Over current,
Earth fault, Distance relays Due to Earth fault and from Khulna(S) 230/132kV end showing
distance relay relays Due to Earth Fault

Kushtia 132/33kV S/S T-1 LT Project Work S/D

Kushtia 132/33kV S/S T-1 HT Project Work S/D

Nawabganj 132/33kV S/S TR-2 HT is restored.

Khulna(C )-Noapara 132kV Ckt-2 Tripped from Noapara 132/33kV end showing Distance Relay
(21): Siemens SIPROTEC 7SA87 Relay Info: Zone: Z1, Distance: 12.4km, Phase: A Phase
relays Due to Distance Relay Trip

Rampal 1320 MW (BIFPCL) Unit-1 tripped

Nawabganj 132/33kV S/S TR-2 LT is restored.

Noapara 132/33kV S/S T-2 LT Tripped showing SIEMENS SIPROTEC-7SJ81Protection:
50N/51NIMDT> Pick upProtection: 50/51DMT: Operate relays Due to Due REB-1 Feeder
over current & earth fault

Noapara 132/33kV S/S T-1 LT Tripped showing SIEMENS SIPROTEC-7SJ81Protection:
50N/51NIMDT> Pick upProtection: 50/51DMT: Operate relays Due to Due REB-1 Feeder
over current & earth fault

Rampal 1320 MW (BIFPCL) Unit-1 was synchronized

Rampal 1320 MW (BIFPCL) Synchronized with remarks:- U-1

Anowara-Sikalbaha 230 kV Ckt-2 Project Work S/D from Shikalbaha 230/132kV end.
Naogaon 132/33kV S/S Naogaon-SPPP Ckt-1 is restored.

Korerhat 400/230/132kV S/S ATR-3(7103T) HT is restored.

Korerhat 400/230/132kV S/S ATR-3(7103T) LT is restored.

Sylhet 225 MW CCPP GT was synchronized

Naogaon 132/33kV S/S T-4 HT is restored.

Naogaon 132/33kV S/S T-4 LT is restored.

Barishal 230/132kV S/S T-5 LT Tripped showing P142 relays Due to 33kv Rahmatpur feeder
trip

Barishal 230/132kV S/S T-4 LT Tripped showing P142 relays Due to 33 kv Rahmatpur feeder
trip

Evening peak generation is 14846 MW.

Ashuganj 450 MW CCPP(North) Synchronized with remarks:- gt

Ashuganj 450 MW CCPP(North) Shutdown with remarks:- GT
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05:09 Fenchuganj-Sylhet (T at Bianibazar) 132kV Ckt-2 Scheduled S/D from Fenchuganj
230/132/33kV end Due to project work at Sylhet South SS end.

06:01 Fenchuganj-Sylhet (South) 132KV Ckt-1 Project Work S/D from Sylhet (South) end Due to
Project Work Of OPGW.
06:04 Fenchuganj -Sylhet 132kV Ckt-1 Scheduled S/D from Beanibazar 132/33kV end Due to Line 25.0MW load
re-routing work interrup.
Beanibazar 132/33kV
end
06:12 Ashuganj-Brahmanbaria 132kV Ckt-2 Forced S/D from Brahmanbaria 132/33kV end.
07:31 Goalpara 132/33KV S/S T1 LT Scheduled S/D Due to High temperature rised in both side of
Txr-1. Main works by nut-bolt tighting in the both side clamp
07:32 Goalpara 132/33kV S/S T1 HT Scheduled S/D Due to High temperature rised in both side of
Txr-1. Main works by nut-bolt tighting in the both side clamp
07:34 Maniknagar 132/33kV S/S Transformer GT-1 HT Scheduled S/D Due to DPDC 33/11 KV
upgradation work
07:51 Baroaulia-Hathazari 132 kV Ckt-2 Scheduled S/D from Baroaulia 132/33kV end Due to
Maintenance work at hathazari end
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