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13919.08 MW 12:00 Hr. MKWHr.

14953.08 MW 12:00 Hr. MKWHr.

15199 MW 21:00 Hr. MKWHr.

16448.82 MW 21:00 Hr. °C

12990.46 MW 08:00 Hr. MMCFD

15199 MW 21:00 Hr. Tk.

Gas Coal HFO HSD Hydro Solar Import Wind Total

33.58 0.00 12.72 0.00 0.00 0.22 0.00 0.00 46.51

5.34 37.61 7.80 0.00 1.58 0.13 0.00 0.54 52.99

26.97 0.00 3.43 0.00 0.00 0.38 4.08 0.00 34.85

0.38 0.00 2.04 0.00 0.00 0.26 0.00 0.00 2.69

26.83 0.00 0.00 0.00 0.00 0.05 0.00 0.00 26.89

2.48 29.08 0.84 0.00 0.00 0.67 21.03 0.00 54.11

8.14 43.03 0.79 0.00 0.00 0.00 0.00 0.00 51.97

16.80 0.00 4.53 0.00 0.00 1.50 35.64 0.00 58.46

0.00 1.12 2.05 0.74 0.00 1.18 0.00 0.00 5.10

120.52 110.85 34.19 0.74 1.58 4.39 60.75 0.54 333.56

Fuel Fuel

Gas Hydro

Coal Solar

HFO Import

HSD Wind

Total: Tk.

KWHr: MKWHr: 21.028364 Peak Hr Flow 881.00 MW at 21:00 hrs.

KWHr: MKWHr: 35.639985 Peak Hr Flow 1481.00 MW at 21:00 hrs.

MW: MKWHr: 4.07808 Peak Hr Flow 164.00 MW at 21:00 hrs.

MW: MKWHr: 60.746429 Peak Hr Flow 2526.00 MW at 21:00 hrs.

Sl Capacity Sl Capacity

1 20

2 100

3 85

4 115

Total 320 Total 0

Outage 
Time

Restoration 
Time

08:31 10:26

08:31 10:24

08:33 21:46

09:14

09:16 09:33 Sonargaon 132/33kV S/S Tr-2 LT Tripped showing TR/P relay,DIR O/C & E/F Relay relays Due 30.0MW load 

to due to PBS 33KV Borpa Feeder Source side isolator finger burnt interrup. 

Gollamari 132/33kV S/S Tr-1 HT Scheduled S/D  

Aminbazar 400/230/132kV S/S Bus-1 (400kV) Project Work S/D Due to Scheduled IDRNPP  

project work 

Haripur-Meghnaghat  230kV Ckt-1 is restored.  

Total Unavailable Capacity 320

Event Summary

Description of Event Description of Event

Gollamari 132/33kV S/S Tr-1 LT Scheduled S/D Due to Paint job  

Plant Name Plant Name

Rangpur 20 MW  GTPP

Baghabari  100 MW GTPP

Barapukuria TPP  Unit-2

Siddhirgonj 210 MW  TPP

Total 1196 15817

Status of unavailable Power Plant

Planned S/D Forced S/D

Rajshahi 86 1795

Rangpur 118 936

Khulna 257 1909

Barishal 77 480

Mymensingh 213 1222

Sylhet 76 573

Chattogram 50 1546

Cumilla 206 1527

Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)

Zone Load-Shed Demand

Dhaka 113 5829

Power Flow during Peak Demand (W-E): 2676 Import through Cumilla C/B Interconnector:   

Maximum Power Flow (W-E): 2882 Total Import through C/B Interconnector:   

Energy Flow from East to West: 0 Import through HVDC C/B Interconnector:   

Energy Flow from West to East: 56039654.54 Import through Adani C/B Interconnector:   

603294612.5 357072160.3

19968747.75 7879852.8

223,24,44,306

E-W Interconnector & Import Scenario

Production Cost (Tk.)

Tk. Tk.

420655895.5 157642

753411913.5 70003482.19

Sylhet Zone

Khulna Zone

Barishal Zone

Rajshahi Zone

Rangpur Zone

Total

Zone-wise Generation Summary (MKWHr.)

Dhaka Zone

Chattogram Zone

Cumilla Zone

Mymensingh Zone

Minimum Generation of the Day Total Gas Supplied 888.61

Maximum Generation of the Day Production Cost per KWHr 6.69285

Evening Peak Generation Energy Demand 365.93649

Evening Peak Demand Maximum Temperature 36.20

Day Peak Generation Energy Generated 333.55649

Day Peak Demand Energy Unserverd 32.38000
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Power Supply Scenario

Fuel-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind

Cost-Wise Generation Summary

Gas

Coal

HFO

HSD

Hydro

Solar

Import

Wind
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09:20 14:35

09:23 14:36

09:37

09:38

09:40

09:41

09:46 15:53

09:46 15:53

10:12 10:43

10:48

10:57

11:13

11:15

11:16

11:24 13:11

12:00

12:44 13:50

12:45 14:43

12:45 14:43

12:45 13:49

12:55 15:25

13:11

14:51 16:40

14:51 16:41

15:40 16:46

16:14 16:53

16:14 16:55

16:35 18:56

16:35 18:55

21:00

07:00

Network Operation Division Network Operation Division Network Operation Division

 Evening Peak Generation: 15198 MW.  

Minimum Generation is 13341 MW.  

Sub-Divisional Engineer Executive Engineer Superintendent Engineer

phage busbar at bus section-3,  33KV under the T-1A. interrup. 

Jhenaidah 132/33kV S/S Transformer T-1 HT Forced S/D Due to Change the conductor of 'Y'  45.0MW load 

phage busbar at bus section-3,  33KV under the T-1A. interrup. 

charging motor for the 33 kV breaker. 

Barishal 230/132kV S/S T-4 LT Scheduled S/D Due to For installation of a new spring  

charging motor for the 33 kV breaker. 

Jhenaidah 132/33kV S/S Transformer T-1 LT Forced S/D Due to Change the conductor of 'Y'  45.0MW load 

Feni 230/132kV S/S ATR-3 LT Project Work S/D Due to INSPECTION OIL leakage and rust  

Muradnagar 132/33kV S/S 132KV Transformar-02 HT Project Work S/D Due to 33kv DS  

maintenance work 

Barishal 230/132kV S/S T-4 HT Scheduled S/D Due to For installation of a new spring  

Muradnagar 132/33kV S/S 132KV Transformar-01 HT Project Work S/D Due to 33kv DS  

Maintenance work. 

Korerhat 400/230/132kV S/S Meghnaghat-2 is restored.  

Feni 230/132kV S/S ATR-3 HT Project Work S/D Due to INSPECTION OIL leakage and rust  

Feni 230/132kV S/S ATR-1 LT Project Work S/D Due to TRANSFORMER OIL LEAKAGE CHECK  

Sonargaon 132/33kV S/S Tr-2 HT Forced S/D Due to Due to pbs 33kv Borpa feeder isolator 60.0MW load 

finger changing interrup. 

Sonargaon 132/33kV S/S Tr-2 LT Forced S/D Due to PBS 33KV BORPA FEEDER ISOLATOR FINGER 60.0MW load 

CHANGING interrup. 

Feni 230/132kV S/S ATR-1 HT Project Work S/D Due to TRANSFORMER OIL LEAKAGE CHECK  

tripped and and termination cable (R-Phase) was burnt . Now it needs to be replaced . 

Madunaghat-Meghnaghat 400kV Ckt-2 Scheduled S/D from Meghnaghat 400/230kV end Due to 400  

kV Korerhat ckt- 2 shutdown instructed by NLDC. 

Day Peak Generation is 13914 MW.  

Nawabganj 132/33kV S/S TR-1 HT is restored.  

Nawabganj 132/33kV S/S TR-1 LT is restored.  

Juldah 132/33kV S/S 132/33 KV 406T T-1 HT Forced S/D Due to 132/33 KV transformer T-1 was  

BIPTC S/S 10CF14 Scheduled S/D Due to Corrective Maintenance  

Khulshi-Madunaghat  132kV Ckt-2 Forced S/D from Khulshi 132/33kV end Due to As per  

instruction from NLDC AE(299725) 

Barishal 230/132kV S/S T-5 LT is restored.  

Mithapukur-Rangpur Confidence( 100MW ) 132kV Ckt-1 Scheduled S/D from Mithapukur 132/33kV  

end Due to sky wire stringing from lilo tower 

Mithapukur-Rangpur Confidence( 100MW ) 132kV Ckt-2 Scheduled S/D from Mithapukur 132/33kV  

end Due to sky wire sringing 

Gopalganj 132/33kV S/S T1 LT is restored.  

Jhenaidah 132/33kV S/S Transformer T-1 HT is restored.  

Jhenaidah 132/33kV S/S Transformer T-1 LT is restored.  

work. 

Panchagarh 132/33kV S/S Thakurgaon- 2 Scheduled S/D Due to RTU integrating with NLDC,  

tHAKURGAON substation 

Gopalganj 132/33kV S/S T1 HT is restored.  

Thakurgaon 132/33kV S/S Panchagar CKT-2 Project Work S/D Due to RTU pannel comissioning  


