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Power Grid Bangladesh PLC
National Load Dispatch Center (NLDC)
System Summary Report
Date : 31-u5-2026
Power Supply Scenario
Day Peak Generation 11716.03 MW 12:00 Hr. Energy Generated 303.62680 MKWHT.
Day Peak Demand 11716.03 MW 12:00 Hr. Energy Unserverd 0.64100 MKWHT.
Evening Peak Generation 14206.5 MW 21:00 Hr. Energy Demand 304.26780 MKWHT.
Evening Peak Demand 14255.5 MW 21:00 Hr. Maximum Temperature 36.40 °C
Minimum Generation of the Day 11105.13 MW 10:00 Hr. Total Gas Supplied 1142.66 MMCFD
Maximum Generation of the Day 14513.5 MW 23:00 Hr. Production Cost per KWHr 5.52349 Tk.
Z ion S y (MKWHr.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 54.84 0.00 5.55 0.00 0.00 0.22 0.00 0.00 60.62
Chattogram Zone 4.47 34.97 2.56 0.00 1.67 0.07 0.00 0.07 43.81
Cumilla Zone 29.24 0.00 1.16 0.00 0.00 0.41 3.55 0.00 34.36
Mymensingh Zone 3.66 0.00 2.62 0.00 0.00 0.36 0.00 0.00 6.64
Sylhet Zone 25.77 0.00 0.00 0.00 0.00 0.08 0.00 0.00 25.85
Khulna Zone 8.95 23.03 0.66 0.00 0.00 0.72 22.48 0.00 55.84
Barishal Zone 8.31 26.50 0.48 0.00 0.00 0.00 0.00 0.00 35.29
Rajshahi Zone 22.08 0.00 1.39 0.00 0.00 1.63 13.13 0.00 38.24
Rangpur Zone 0.00 0.00 1.47 0.00 0.00 1.51 0.00 0.00 297
Total 157.32 84.51 15.89 0.00 1.67 5.01 39.16 0.07 303.63
Fuel-Wise Generation Summary Cost-Wise Generation Summary
mGas mGas
m Coal m Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
® Import ® Import
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 568408756.8 Hydro 167432
Coal 555629070.4 Solar 80991763.03
HFO 265508449.4 Import 205391268
HSD 0 Wind 981451.2
Total: 167,70,78,190 Tk.
E-W Interconnector & Import Scenario
nergy Flow from East to West: KWHTr: 0 Import through HVDC C/B Interconnector: MKWHTr: 22.477091 Peak Hr Flow 931.00 MW at 21:00 hrs.
nergy Flow from West to East: KWHr: 17099854.55 Import through Adani C/B Interconnector: MKWHTr: 13.132819 Peak Hr Flow 746.00 MW at 21:00 hrs.
during Peak Demand (W-E): MW: 1051 Import through Cumilla C/B Interconnector: MKWHTr: 3.55488 Peak Hr Flow 170.00 MW at 21:00 hrs.
Maximum Power Flow (W-E): MW: 1051 Total Import through C/B Interconnector: MKWHTr: 39.16479 Peak Hr Flow 1847.00 MW at 21:00 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)
Zone Load-Shed Demand
Dhaka 0 3795
Chattogram 0 1342
Cumilla 3 1569
Mymensingh 33 1289
Sylhet 1 680
Khulna 0 1948
Barishal 0 529
Rajshahi 0 1609
Rangpur 0 1031
Total 47 13792
Status of unavailable Power Plant
Planned S/D Forced S/D
S| | Plant Name | Capacity S| | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
I Total Unavailable Capacity I 300
Event Summary
I CTD,EDE I {g‘!‘_‘_‘a‘ auon I Description of Event I Description of Event I
08:39 1218  Khulna(C )-Khulna (S) 132KV Ckt-2 Scheduled S/D from Khulna (C) end Due to Due to
replacement of DS arms for reduce temperature. and from Khulna(S) 230/132kVend.
09:46  Barishal 230/132kV S/S T-4 HT is restored.
09:51 Barishal 230/132kV S/S T-4 LT is restored.
10:10 1220 Kodda 132/33KV S/S Summit 149 MW PS Scheduled S/D Due to work by Summit
10:30 16:25  Kaliakoir 400/230/132kV S/S Bibiyana1 Scheduled S/D Due to Disc cleaning
11:11 12:55  Mithapukur 132/33kV S/S TR-1(404T) LT Forced S/D Due to Red hot maintenance. 22.0MW load
interrup.
11:11 12:55  Mithapukur 132/33kV S/S TR-1(404T) HT Forced S/D Due to Red hot maintenance. 22.0MW load
interrup.
11:11 17:02  Shyampur-Shyampur(New) 132kV Ckt-2 Scheduled S/D from Shyampur 230/132kV end Due to
Maintenance work at Shyampur old Substation end
12:00 Day Peak Generation is 11712 MW.
12:25 12:56  Lalmonirhat-Rangpur 132 kV Ckt-2 Tripped from Lalmonirhat 132/33kV end showing
Directional E/F Relay relays. and from Rangpur 132/33kV end showing Distance Relay relays
Due to Unknown
12:25 12:41 Kurigram 132/33kV S/S Transformer T-1 (Tr-403T) LT Tripped showing Over current at 33 kV 29.0MW load
side relays Due to None interrup.
12:25 12:41 Kurigram 132/33kV S/S Transformer T-1 (Tr-403T) HT Tripped showing Over current at 33 kv 29.0MW load
side relays Due to None interrup.
12:25 12:41 Kurigram 132/33kV S/S Transformer T-2 (Tr-413T) HT Tripped showing Over current at 33 kV 29.0MW load
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side relays Due to None
Kurigram 132/33kV S/S Transformer T-2 (Tr-413T) LT Tripped showing Over current at 33 kV
side relays Due to None
Mithapukur-Rangpur Confidence( 100MW ) 132kV Ckt-1 Tripped from Mithapukur 132/33kV end
showing R,Y phase operated, DIST/DEF carrier receive, ZCOM trip, 86A relay optd, 86B
relay optd, 86LO relay optd. relays.
Kabirpur -Tongi  132kV Ckt-2 Tripped from Tongi 230/132/33kV end showing Siprotec
relays.
Bhulta-Ghorasal 230 kV Ckt-2 is restored.
Aftabnagar-Rampura 132kV Ckt-1 Tripped from Ghorashal 230kV end showing Siprotech
Distance Relay relays Due to Ghorasal PDB AIS Grid End fault and from Ghorashal 230kV end
showing Lockout Relay relays Due to Ghorasal PDB AlS Grid End fault
Aftabnagar-Rampura 132kV Ckt-1 Tripped from Ghorashal 230kV end showing Lockout Relay
relays Due to Ghorasal PDB AIS Grid End fault and from Ghorashal 230kV end showing
Siprotech Distance Relay relays Due to Ghorasal PDB AIS Grid End fault
All 230kV and 132kV Ckts and 230/132kV AT-1 and AT-2 transformers of Ghorashal AlS (BPDB)
230/132kV grid S/S tripped at 19:27 hrs. Full load interruption occurred under Joydebpur
and Pubail 132/33kV grid S/S from 19:27 hrs to 19:36 hrs due to this tripping. Ghorashal
GIS-Ishwardi 230kV Ckt-1 also tripped at the same time. Full load interruption is
occurring under Ghorashal GIS grid S/S from 19:27 hrs due to this tripping.
Ghorasal Repowered CCPP Unit-4 Tripped
Ghorasal- Ishwardi 230 kV Ckt-1 Tripped from Ishurdi 230/132kV end showing siemens
siprotec 7sa87 relays Due to A-G fault 1201Km from Isd Side.Z-2 opdt
Ghorasal- Ishwardi 230 kV Ckt-1 Forced S/D from Ghorashal 230kV end Due to Ghorasal PDB
AIS Grid End fault
Ghorashal 230kV S/S TARFO-2 HT Forced S/D Due to Ghorasal PDB AIS Grid End fault
Aftabnagar-Rampura 132kV Ckt-1 Forced S/D from Ghorashal 230kV end Due to Ghorasal PDB
AIS Grid End fault and from Ghorashal 230kV end Due to Ghorasal PDB AIS Grid End fault
and from Ghorashal 230kV end Due to Ghorasal PDB AlS Grid End fault
Ghorasal- Ishwardi 230 kV Ckt-2 Forced S/D from Ghorashal 230kV end Due to Ghorasal PDB
AIS Grid End fault
Ghorashal GIS-Ishwardi 230kV Ckt-1 was switched on.
Ghorasal- Ishwardi 230 kV Ckt-1 Tripped from Ishurdi 230/132kV end showing siemens
siprotech 7SA87 relays Due to UNKNOWN
Aftabnagar-Rampura 132kV Ckt-1 Forced S/D from Ghorashal 230kV end Due to Fault at
Ghorashal AIS Grid End
Ghorashal 230kV S/S Ghorashal GIS- AIS Ckt-3 Scheduled S/D Due to As NLDC SDE instruction
Aftabnagar-Rampura 132kV Ckt-1 is restored.
Aftabnagar-Rampura 132kV Ckt-1 is restored.
Aftabnagar-Rampura 132kV Ckt-1 is restored.
Aftabnagar-Rampura 132kV Ckt-1 is restored.
Minimum Generation is 12247 MW.

Sub-Divisional Engineer Executive Engineer

Network Operation Division Network Operation Division

Power Grid Bangladesh PLC
National Load Dispatch Center (NLDC)

QF-LDC-08(Sheet-1)
page 2 of 3

interrup.

29.0MW load
interrup.

15.0MW load
interrup.

Mithapukur 132/33kV
end

60.0MW load
interrup.

Superintendent Engineer
Network Operation Division



