Power Grid Bangladesh PLC

National Load Dispatch Center (NLDC)

System Summary Report

QF-LDC-08(Sheet-1)page 1 of 3

Date : O4-uu»A
Power Supply Scenario
Day Peak Generation 14743.95 MW 12:00 Hr. Energy Generated 352.03621 MKWHT.
Day Peak Demand 14971.95 MW 12:00 Hr. Energy Unserverd 5.52900 MKWHT.
Evening Peak Generation 14900.03 MW 21:00 Hr. Energy Demand 357.56521 MKWHT.
Evening Peak Demand 15275.03 MW 21:00 Hr. Maximum Temperature 36.80 °C
Minimum Generation of the Day 13452.95 MW 08:00 Hr. Total Gas Supplied 934.11 MMCFD
Maximum Generation of the Day 16015.91 MW 00:00 Hr. Production Cost per KWHr 6.40035 Tk.
z y (MKWHT.)
Gas Coal HFO HSD Hydro Solar Import Wind Total
Dhaka Zone 33.08 0.00 10.77 0.00 0.00 0.19 0.00 0.00 44.05
Chattogram Zone 5.68 43.07 8.79 0.00 2.28 0.16 0.00 0.03 60.01
Cumilla Zone 28.51 0.00 4.70 0.00 0.00 0.51 3.67 0.00 37.40
Mymensingh Zone 0.32 0.00 2.62 0.00 0.00 0.29 0.00 0.00 3.23
Sylhet Zone 29.68 0.00 0.00 0.00 0.00 0.05 0.00 0.00 29.73
Khulna Zone 4.53 27.53 1.38 0.00 0.00 0.65 21.82 0.00 55.92
Barishal Zone 7.94 57.05 0.31 0.00 0.00 0.00 0.00 0.00 65.30
Rajshahi Zone 17.35 0.00 1.27 0.00 0.00 1.35 31.33 0.00 51.29
Rangpur Zone 0.00 0.92 2.77 0.00 0.00 1.42 0.00 0.00 5.11
Total 127.09 128.57 32.61 0.00 2.28 4.62 56.82 0.03 352.04
Fuel-Wise Generation Summary Cost-Wise Generation Summary
®Gas = Gas
u Coal u Coal
HFO HFO
HSD HSD
Hydro Hydro
Solar Solar
= Import = mport
Wind Wind
Production Cost (Tk.)
Fuel Tk. Fuel Tk.
Gas 447545545.6 Hydro 228395.6
Coal 844547831.1 Solar 72242314.86
HFO 559574372.7 Import 328514194.9
HSD 0 Wind 501316.8
Total: 225,31,53,971 Tk.
E-W Interconnector & Import Scenario
Energy Flow from East to West: KWHTr: 0 Import through HVDC C/B Interconnector: MKWHT: 21.821091 Peak Hr Flow 903.00 MW at 21:00 hrs.
Fnergy Flow from West to East: KWHTr: 53532090.91 Import through Adani C/B Interconnector: MKWHr: 31.326671 Peak Hr Flow 1182.53 MW at 21:00 hrs.
w during Peak Demand (W-E): MW: 2683 Import through Cumilla C/B Interconnector: MKWHT: 3.67296 Peak Hr Flow 164.00 MW at 21:00 hrs.
Maximum Power Flow (W-E): MW: 2790 Total Import through C/B Interconnector: MKWHT: 56.820722 Peak Hr Flow 2249.53 MW at 21:00 hrs.
Zone-wise Load-shed and Demand Summary (MW) at evening peak Hour (21:00 Hr.)
Zone Load-Shed Demand
Dhaka 12 5087
Chattogram 9 1591
Cumilla 16 1640
Mymensingh 308 1378
Sylhet 10 637
Khulna 0 1645
Barishal 4 568
Rajshahi 0 1385
Rangpur 0 803
Total 359 14734
Status of unavailable Power Plant
Planned S/D | Forced S/ID
S| | Plant Name | Capacity | S| | Plant Name | Capacity
1 Baghabari 100 MW GTPP 100
2 Barapukuria TPP Unit-2 85
3 Siddhirgonj 210 MW TPP 115
Total 300 Total 0
| Total Unavailable Capacity | 300
Event Summary
| Outage | Restoration | Description of Event | Description of Event |
08:26 Baroaulia 132/33kV S/S T2(415T) HT is restored.
08:30 08:54 Kurigram 132/33kV S/S Transformer T-1 (Tr-403T) LT Forced S/D Due to Redhot maintenance
of CT Connector nutbolt.
08:31 08:53 Kurigram 132/33kV S/S Transformer T-1 (Tr-403T) HT Forced S/D Due to Redhot maintenance
of CT Connector nutbolt.
08:34 09:38 Dohazari 132/33kV S/S Power Transformer -T-2 LT Scheduled S/D Due to Due to Keranihat 33 63.0MW load
kv feeder redhot maintenance.Shutdown taken byShahidul IslamAGM (Zonal office interrup.
Satkania)Ctg pbs -01
08:34 09:38 Dohazari 132/33kV S/S Power Transformer -T-2 HT Scheduled S/D Due to Due to Keranihat 33 63.0MW load
kv feeder redhot maintenance.Shutdown taken byShahidul IslamAGM (Zonal office interrup.
Satkania)Ctg pbs -01
08:35 Barishal 132/33kV S/S T-2 (415T) HT is restored.
08:36 Barishal 132/33kV S/S T-2 (415T) LT is restored.
08:42 10:43 Kishoreganj-Mymensingh 132kV Ckt-1 Scheduled S/D from Bajitpur 132/33kV end Due to Due
to VT alarm Removal purpose.
08:42 10:43 Kishoreganj-Mymensingh 132kV Ckt-1 Scheduled S/D from Bajitpur 132/33kV end Due to Due
to VT alarm Removal purpose.
08:47 Bajitpur 132/33kV S/S 132 kV Bus-2 Scheduled S/D Due to Due To Reduce Temparature and
Clamp Maintenance.
08:50 09:16 Mahasthangarh 132/33kV S/S 416T MTR 2 LT Tripped showing P142 relays Due to Durgapur 33 39.0MW load
kv feeder fault. interrup.
09:28 11:23 Barishal-Bhandaria 132 kV Ckt-1 Scheduled S/D from Bhandaria 132/33kV end Due to Shutdown

taken by Barishal 132/33 kV Grid SS and from Barishal 132/33kV end Due to High

temperature maintenance at different points
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Gopalganj(N)-Madaripur 132kV Ckt-1 Scheduled S/D from Madaripur 132/33kV end Due to
Schedule shutdown and from Gopalganj 400/132kVend.

Gopalganj(N)-Madaripur 132kV Ckt-2 Scheduled S/D from Madaripur 132/33kV end Due to
Schedule shutdown and from Gopalganj 400/132kVend.

Madaripur 132/33kV S/S T2-415T LT is restored.

Madaripur 132/33kV S/S T2-415T HT is restored.

Sylhet 132/33kV S/S Sylhet-90MW P/S Scheduled S/D Due to bird's nest remove.

Baijitpur 132/33kV S/S Tr-2(414T) HT Tripped showing RET650RECE50 relays Due to OIL
SURGED Trip Closed Blocked Signal show

Noapara 132/33kV S/S T-1 HT is restored.

Noapara 132/33kV S/S T-1 LT is restored.

Noapara 132/33kV S/S Bus Section-1 is restored.

Day Peak Generation is 14740 MW.

BIPTC S/S 20DF13 is restored.

Sunamganj 132/33kV S/S Chhatak-Sunamgonj CKT-2 Forced S/D Due to Due to broken nest

GPH 230/33kV S/S BSRM CKT-1 Forced S/D Due to emergency tree trimming needed at mirsorai
side .

BSRM 230/33kV S/S GPH Ispat Ckt. -01 Forced S/D Due to Emergency work by Mirshary 230kV
ss

Matarbari 2*600 MW (CPGCBL) Synchronized with remarks:- U1

Bogura(New)-Naogaon 132 kV Ckt-1 Tripped from Naogaon 132/33kV end showing Distains
Protection Relay relays Due to Thunderstorm

Joypurhat-Naogaon 132kV Ckt-1 Tripped from Naogaon 132/33kV end showing Main-1 relays
Due to Over Voltage (Thunderstorm)

Bogura(New)-Naogaon 132 kV Ckt-2 Tripped from Bogura 230/132kV end showing Distance
Protection TripZone 1Fault Location: 27.71 k.m.Type: Phase A to G Fault Current:

3562A relays Due to Bad Weather

Bogura 400/230kV S/S Bogura - Kaliakoir 400 kV Ckt-1 Forced S/D

Bogura 400/230kV S/S Bogura - Kaliakoir 400 kV Ckt-2 Forced S/D

Kishoreganj 132/33kV S/S Tr-3 (424T) HT is restored.

Bogura 400/230kV S/S 400 KV Reactor (125 MVAR) Forced S/D

Evening Peak Generation is 14899 MW.

Summit Meghnaghat-2 589 MW CCPP GT was sync.

Meghnaghat CCPP(Summit)-2 Synchronized with remarks:- GT

Nutan Biddut CCPP GT-11 was shut down due to offline water wash.

Patuakhali 1320 MW (RNPL) Unit-1 was shut down due to boiler tube leakage.

Summit Meghnaghat-2 589 MW CCPP ST was sync.

Meghnaghat CCPP(Summit)-2 Synchronized with remarks:- ST

Savar 132/33kV S/S T-3 HT Scheduled S/D Due to Bushing CT control cable change work.
Savar 132/33kV S/S T-3 LT Scheduled S/D Due to Bushing CT control cable change work.
Meghnaghat Summit 335 MW CCPP was shutdown.

Mymensingh RPCL-Tangail 132kV Ckt-1 Forced S/D from Ghatail 132/33kV end Due to OPGW

Restringing in Tangail Grid Sub-Station.

Mymensingh RPCL-Tangail 132kV Ckt-2 Forced S/D from Ghatail 132/33kV end Due to OPGW

Restringing in Tangail Grid Sub-Station.

Tangail 132/33kV S/S RPCL-2 Scheduled S/D Due to OPGW Re-conductoring

Tangail 132/33kV S/S RPCL-1 Scheduled S/D Due to OPGW Re-conductoring

Bagerhat-Bhandaria 132 kV Ckt-1 Scheduled S/D from Bagerhat 132/33kV end Due to
Suspension Disc insulator change of 5 no. Tower.

Bhulta 132/33kV S/S GT1 HT Scheduled S/D Due to Maintenance work at Narsingdi line DS-104
(Substation drawing identification number DS-201S)

JERA Meghnaghat Power Limited 718 MW CCPP was shut down.

Jhenaidah 132/33kV S/S Transformer T-1 LT Forced S/D Due to Maintainance of 'DS' Y-phase,
33kv T-1A Redhot.

Jhenaidah 132/33kV S/S Transformer T-1 HT Forced S/D Due to Maintainance of 'DS' Y-phase,
33kv T-1A Redhot.
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